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eneRgY SaVingS

Maximum energy savings thanks to accurate digital 
power control, electronic expansion valve and 
super-effi cient compressor.

coMfoRt

Provides consistent comfort by quickly generating and 
evenly maintaining the desired room temperature.

QUiet opeRation

Extremely quiet indoor unit using DC brushless motor 
and air fl ow design.

Silence MoDe

When you select “silence” on your remote control, the 
indoor fan will run on the super breeze mode,  which 
keeps your environment comfortable.

aDVanceD inVeRteR tecHnologY

The high effi ciency of Carrier’s inverter comes from the 
latest DC Rotary inverter technology. The result is non-
intrusive, world-class performance in energy saving and 
comfort.
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SpecificationS of QHc HigH Wall 

OUTDOOR UNIT 38QHC009ES* 38QHC012ES* 38QHC018ES* 38QHC024ES* 

Cool capacity kW 2.7(0.5-3.5) 3.5(0.5-4.0) 5.2(0.8-6.0) 6.4(1.4-6.7)

Heating capacity kW 2.9(0.6-4.0) 3.9(0.6-4.5) 5.5(1.0-6.3) 7.0(1.5-7.3)

Heating capacity at -7°C kW 2,7 3,2 4,1 4,5

Heating capacity at -10°C kW 2,5 3,1 3,9 4,4

Heating capacity at -15°C kW 2,2 2,7 3,7 4,2

P design capacity cooling kW 2,7 3,5 5,2 6,4

P design capacity heating(warmer) kW 2,7 3,6 5,6 6,7

P design capacity heating(average) kW 2,4 2,9 4,3 5,2

Temp range cooling °C  -15~46  -15~46  -15~46  -15~46

Temp range heating °C  -15~24  -15~24  -15~24  -15~24

SEER / SCOP(warmer) / SCOP(average) W/W 7.5 / 5.4 / 4.0 7.0  / 5.2 / 4.0 7.1 / 5.2 / 4.0 7.0 / 4.8 / 4.0 

Energy label A++ / A+++ / A+ A++ / A+++ / A+ A++ / A+++ / A+ A++  / A++ / A+

Yearly energy consumption kWh 126 / 700 / 840 175 / 969 /1015 256 / 1508 / 1505 320 / 1954 / 1820

EER/COP W/W 3.3 / 3.7 3.1 / 3.5 3.2 / 3.2 3.1 / 3.3

Voltage, Hz 220-240V~, 50/60Hz 220-240V~, 50/60Hz 220-240V~, 50/60Hz 220-240V~, 50/60Hz

Standard current (cooling) A 3,7 5,0 7,3 9,3

Standard input (cooling) W 820 1130 1625 2060

Standard current (heating) A 3,5 4,9 7,6 9,7

Standard input (heating) W 780 1110 1720 2120

Rated current A 10,0 10,0 12,5 18,0

Rated input W 2200 2200 2750 4100

Refrigerant amout kg 0,72 0,75 1,70 2,00

Liquid side/ Gas side  mm(inch) Ø6.35/Ø9.52 (1/4”/3/8”) Ø6.35/Ø9.52 (1/4”/3/8”) Ø6.35/Ø12.7 (1/4”/1/2”) Ø9.52/Ø15.9 (3/8”/5/8”)

Standard piping length m 5 5 5 5

Min piping length m 3 3 3 3

Max piping length m 25 25 30 40

Max difference m 10 10 20 20

Additional charge g/m 15 15 15 30

INDOOR UNIT 42QHC009ES* 42QHC012ES* 42QHC018ES* 42QHC024ES*

Indoor fan motor Input W 22 22 36 60

Indoor fan motor max current A 0,5 0,5 0,5 0,7

Sound power level dB(A) 52 53 56 62

Sound pressure level (high/med/low/silence) dB(A) 38/34/30/21 40/35/31/22 42/37/35/24 47/42/38/26

Air flow (high/med/low/silence) m3/h 460/380/280/190 500/390/300/200 760/550/460/260 1150/890/770/420

Weight (Net/Gross) kg 8.0 / 10.5 9.0 / 12.0 11.5 / 16.5 13.5 / 18.5

Dimensions (WxDxH) mm 730×192×291 812×192×300 973×218×319 1082×225×338

Packing (WxDxH) mm 800×275×375 880×275×385 1055×405×305 1165×420x315

OUTDOOR UNIT 38QHC009ES* 38QHC012ES* 38QHC018ES* 38QHC024ES*

Sound power level dB(A) 62 63 63 68

Sound pressure level dB(A) 54 55 55 58

Airflow m3/h 1900 2100 2100 2700

Weight (Net/Gross) kg 26.5 / 28.5 28.5 / 31.0 38.0 / 40.5 44.0 / 47.5

Dimensions (WxDxH) mm 770×300×555 800×333×554 800×333×554 845×363×702

Packing (WxDxH) mm 900×348×615 905×375×600 905×375×600 950×380×740

Note 

* Sound data @ cooling mode

*-7C/-10C/-15C heating @ free frequency

QH
CQHC

3



For further information please visit www.carrier-beijerref.com


